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Introduction

The purpose of this bibliography is to emphasize the application and various uses of well-log 
data. The topical organization is loosely based on research interests within the U.S.Geological Survey 
(USGS). The following general criteria are applied to papers to determine whether they will be 
included: 1) the paper must be written in English, 2) it must be obtainable by a research library, 3) most 
of the paper should discuss a particular application of well-log data or have immediate impact on the 
use of such data. Consequently, papers concerning theoretical or mathematical subjects (i.e., modeling), 
instrumentation design and development, and laboratory research, are generally excluded. For lack of 
space, abstracts are excluded (except for extended abstracts) and cross-indexing has been kept to a 
minimum.

This update has over 750 new and updated references. For the cumulative edition (through 
September 1,1990), readers are referred to Prensky (1990).

I wish to acknowledge the assistance of the staff at the Denver branch of the USGS library, 
especially that of Ms. Suzanne Powers. Their diligence, in tracking down and obtaining the papers 
listed herein, has made this bibliography possible.

Reference

Prensky, S.E., 1990, Bibliography of Well-Log Applications, Cumulative Edition: U.S. Geological 
Survey Open-File Report OF 90-637.
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Part A: BASIC WELL LOGGING

1. FUNDAMENTALS OF WELL LOGGING AND WELL-LOG INTERPRETATION
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II. Electric Logging and General Formation Evaluation 
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drilled with oil-based mud, paper C, in International well logging symposium transactions: Society of 
Professional Well Log Analysts, Beijing Chapter, 16 p.
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Collier, H., 1989, A guide to selecting the proper borehole resistivity logging suite, in Symposium on the
application of geophysics to engineering and environmental problems, proceedings: Society of Engineering 
and Mineral Exploration Geophysicists, Golden, CO, p. 310-324.

Combariza, G., Lau, M., and Bassiouni, Z., 1990, Formation-water resistivity determination from SP log in case of 
imperfect shale membrane, paper E, in 13th European formation evaluation symposium transactions: Society 
of Professional Well Log Analysts, Budapest Chapter, 11 p.

Connolly, E.T., and Reed, P.A., 1983, Full spectrum formation evaluation: Canadian Well Logging Society Journal, 
v. 12(1), p. 23-69. Reprinted in 1990, in Foster, N.H., and Beaumont, E.A., editors, Formation evaluation II log 
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